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AT&T CopperLine Installation Manual
 AT&T CopperLine Category 6A

  AT&T P/N  15D6ANV008B-MK61  
RJ45 Shielded Tool-less Angled Keystone Jacks

26mm min.

3.5mm m
in.

Step 1:
Strip 26mm off jacket and fold 
braid to cover the jacket. 
Wrap the drain wire around the 
cable. Cut the foil leaving 
3.5mm uncut.

Step 2:
Insert the wires from the 
stripped cable into the 
cap through the hole.

Step 3:
Insert the wires 
into their correct 
positions. 
Note the color 
code.

Step 5:
Make sure that the 
arrows on the jack 
and the cap face point 
to the same direction.
Put the cap into 
position.

Step 9:

 

Step 10:
Cut the excess tie wrap off 
as close to the strain relief 
ring as possible.
Ensure that the end of tie 
wrap is positioned as shown.

Step 6:
Align the cap 
with the IDC 
towers and 
press it into 
position.

Step 7:
Rotate the wings toward 
each other until they snap 
closed.

Step 2:
In order to remove the connector clip, 
insert a small screwdriver into the slot.

Step 1:
Cut off the 
cable tie.

Step 8:
Ensure that the drain 
wire is wrapped around 
the cable and the strain 
relief ring. 

Step 4:
Cut the excess wire off 
as close to the edge of 
the cap as possible.

The tips of the wires 
should protrude no 
more than 0.5mm.

Disassembly Instruction:

Screwdriver
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Use the tie wrap to old the 
ring and make sure it holds
the drain wire and/or the 
copper braid. 


